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Lifting Equipment

Manufactured to
SANS & EN Specifications



Products & Dimensions

Connecting Link

Manufactured to EN1677-1 Specifications

Manufactured to EN1677-4 Specifications

Master Sub Assembly (3 & 4 Leg)

Manufactured to EN1677-4 Specifications




Clevis Self Locking Hook

Manufactured to EN1677-3 Specifications

Manufactured to EN1677-3 Specifications

Clevis Sling Hook c/w Latch

Manufactured to EN1677-2 Specifications




Eye Sling Hook c/w Latch

Manufactured to EN1677-3 Specifications

Manufactured to EN1677-2 Specifications

Manufactured to EN1677-2 Specifications




Grade 80 Chain

All dimensions are expressed in mm and are subject to commercial tolerances

All MYTE chain slings are fitted with Max Alloy chain, we can also offer Max Alloy Grade 80 and
Grade 1000 chains and fittings upon request.

Please request a catalogue from your local MYTE agent.

Working Load Limits







SABS Approved Chain %



SABS Approved Chain



SABS Approved Chain %












Galvanised Screw Pin Shackles

MYTE Galvanised Alloy Pin Shackles to U.S. Federal Spec. RR-C-271D
Sizes 1/2T - 25T meet the Performance Requirements of EN 13889:2003
Galvanised Screw Pin Chain (DEE) Shackles (G - 210)

WTge Working load limit is permanently

marked on every shackle.
Forged, Quenched and

Tempered, with alloy pins.

SAFETY FACTOR 6: 1




Galvanised Screw Pin Shackles

MYTE Galvanised Alloy Pin Shackles to U.S. Federal Spec. RR-C-271D
Sizes 1/2T - 25T meet the Performance Requirements of EN 13889:2003
Galvanised Screw Pin Anchor (Bow) Shackles (G - 209)

WTe Working load limit is permanently

marked on every shackle.
Forged, Quenched and

Tempered, with alloy pins.

SAFETY FACTOR 6: 1




Cargo Securement
Chain and Attachments

CHAIN PROUDLY MANUFACTURED IN SOUTH AFRICA






















































* Up to 50 Ton available on request
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